


Manufacturer:
NIKECELL Hôszigetelôanyag-gyártó és Forgalmazó Kft.  
8184 Balatonfûzfô, hrsz.: 1485/4  Phone: +36 (88) 596-200 
Fax: +36 (88) 450-495  www.nikecell.hu  nikecell@nikecell.hu

Product:
dryvit Lightweight Silicone Stucco

Intended use (intended purpose): 
It is the exterior insulation and surface finish layer of dryvit systems 
or a lightweight cladding over concrete surfaces or traditional base coats. 

Product components: 
dryvit lightweight silicone stucco: Sandpebble and Quarzputz. 

Conformity: 
ETA-10/0191 European Technical Approval  

Approved organisation whose test results are used as a 
basis for the issuance of the Declaration:  
Building Testing and Research Institute, Bratislava, 
Studena 3. Slovakia.

Technical specification the product has been proved to 
conform to: 
ETA-10/0191 European Technical Approval  

Validity of the Declaration of Conformity: 
In the case the components of the system are properly stored, it is 
valid from the date of manufacture until the date indicated in the 
product description and on our products. 

Balatonfûzfô, 01.02.2010

Supplier’s Declaration of Conformity  

dryvit Lightweight Silicone Stucco

Additional information: The date of manufacture is indicated on the label placed on the product components. n The manufacturer’s contact information is available on the manufacturer’s web site: 
www.nikecell.hu. n The material safety data sheets of the system components are available on the manufacturer’s web site. n Complaints may be lodged on the basis of the invoices for the product 
components, the consignment note and in the case of components identifiable on the packaging. n  The material safety data sheet is available on the manufacturer’s web site.  

Kecsô Zoltán – Managing Director

Material handling

 

Information on application  

 

	 The product’s serial number:	 Date of manufacture:

Not frost-resistant The bucket must be tightly closed 

No additives may be used Stir well before use Apply with a PVC trowel

PVC

It is to be used between +5 °C 
and +30 °C 
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Protect against frost, water and 
wind for 72 hours

min.
72 h

Only rust-proof tools  
may be used

cor Fe

Protect against direct sunlight

The surface it is applied on 
should be clean and dry


